TEST REPORT OF ALUMINUM STRIP COATING SYSTEM

AkzoNobW

Metal Coatings.

NPOTOKON UCMLITAHWUI NTAKOKPACOYHOIO MOKPbITUS AMIOMUHUEBOW NEHTBI

The painted aluminum strip samples are produced on the coil-
coating line at Alutech Incorporated LLC.

All colours have been tested at the Coil Coating laboratory of
AkzoNobel Hilden GmbH in Miinster, Germany

(Date April 2017 ).

SAMPLES AND COMPONENTS
Aluminum strip supplier

/ OBPA3LbI N CbIPLE

O6pa3uybl OKpaLUEHHOW aniOMUHUEBO NIEHTHI, NPON3BEAEHHOI Ha
JnmHum okpackun OO0 «Antotex MHkopnopenTeay, Gbinu
npoTecTupoBaHb! B nabopatopun AkuoHobenb Xunsaen M6X,
r.MioHcTep, MepmaHus

(Aata: anpenb 2017 r.).

Not defined

TMocmaswuk anoMuHuesol neHmsi

Surface pre-treatment supplier

CHEMETALL GmbH

lMocmaswuk xumuyeckux Mamepuaroe ds npedsapumesbHoO
10020moeKu rosepxHocmu

Coating supplier

AkzoNobel Hilden GmbH

lTocmaswuk JIGKOKPaco4HbIX Mamepuarsios

Coating system for shutter profiles (slats)

AByxcrnonHoe nokpkiTue Primer + Polyurethane / Polyamide Top Coat

Jlakokpacoy4Hoe nokpsimue npogpunell (namened)

YHusepcarnbHoe 6ecxpoMamHoe nonuaghupHoe rnepeuYyHoe rokpsimue (2pyHm)

+ [Nonuypemarosasi luyesas amarns ¢ yacmuyamu nofuamuda

Coating thickness

20-30 pym

TonwuHa JIAKOKPaco4HO20 MoKpbImus

20-30 mMKkm

Backside coating

Special lacquer for very good adhesion with PU-Foam

TNokpeimue 06pamHoli cmopoHb!

CrieyuanbHbili nak 0ns ynyquwerus: adee3uu ¢ 1Y-rneHoll

TECHNICAL PERFORMANCE OF ALUMINUM STRIP FOR SHUTTER PROFILES (SLATS)
PE3YNbTATbI UCMbITAHUW ANFOMUHWNEBOW NEHTHI ANS NMPOGUNEN (NAMENER)

TEST / UcnbiTanue SPECIFICATION / 3Ha4yeHnue RESULT / PesynbTar
EN 13523-3. Color difference / OTknoHenue uBeta Delta E < 1 OK/ CooTBeTcTBYET
EN 13523-4. Pencil hardness / TeepaocTs NoKpbITUs HB.F OK/ CooTBeTcTBYET
EN 13523-7. T-bend / T-63HA (OTcnoeHue Ha cruce) oT OK / CooTBeTcTBYET

EN 13523-8. Acid-Salt spray / CToikocTk B cONsiHOM TyMaHe

1000 hours/1000 yacos OK / CootBeTcTBYET

EN 10169 Part 2. weather durability / YcToiuuocTs k aTMochepHbIM
BO3EUCTBUAM

Classification RUV 3 /Knaccudmkaums RUV 3

EN 13523-11. MEK test / M3K TecT

> 100 cycles/ > 100 umknos OK/ CooTBeTcTBYET

DIN ISO EN 13523-6 Erichsen Tiefung
cross cut/ mm / adhesion/ Agre3us MeToaoM pelieTyaTbIX
HaApe30B C BLITAXEHMEM MO0 pUKCEHY/MM

0 - 8mm/0-8mm
no loose of adhesion/6e3 notepu

OK /CooTBeTcTBYET

agre3vuu

Taber Test 1000 Rotations/Ta6ep Tect 1000 o6opoToB

2X 500 Gr/ CS 10 Rolls/2X500r
ponuku CS10
Abrasion <=30mg/A6pa3uBHOCTb
<=30mMr

OK/ CooTtBeTcTBYET

The two layer Polyurethan / Polyamid surface of the shutter profiles has high durability of more than 3000 opening/ closing cycles
/_[ByXCroiiHoe NoKpbITUE NPOdUIER UMEET BLICOKYIO CTOMKOCTb K UCTMpaHuio 1 BblaepxusaeT 6onee 3000 LMKNOB No4bEMa/ONYCKAHNA NONOTHA

The results have been found according to the latest ECCA (European
Coil Coating Association) test methods (status March 2010). It can be
confirmed that the prepainted strip samples represent high level coil
coating aluminium strips.
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HatHble pesynbTaThl 66K NONYYeHb! COrNAcHO NOCNEAHUM METOAAM
UcnbITaHui (No coctosiHuio Ha mapt 2010) ECCA
(EBponeiickasAccoumanus Mpoussoantenei okpaLLeHHOro MeTanna).
[aHHble NoATBEPXKAAIOTCA BLICOKUM KAYECTBOM NpEeABapuUTEnbHO
NoAroTOBNEHHOM antoMUHNEBOI NEHTHI.
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