TEST REPORT OF ALUMINUM STRIP COATING SYSTEM

AkzoNobW

Metal Coatings

MPOTOKON UCMLITAHWUI NAKOKPACOYHOMO MOKPbITUSA AMIOMUHUEBOW NIEHTHI

The painted aluminum strip samples are produced on the coil-
coating line at Alutech Incorporated LLC.

All colours have been tested at the Coil Coating laboratory of
AkzoNobel Hilden GmbH in Munster, Germany

(Date April 2017 ).

SAMPLES AND COMPONENTS / OBPA3LEI U ChIPbE

O6pasLibl okpaLLeHHOW antoMUHUEBON NIEHTbI, NPON3BEAEHHON Ha
nnHum okpackn OO0 «Antotex MHkopnopenTeay, Bbinu
npoTecTuposaHbl B nabopatopun AkuoHo6enb XunbaeH Mu6X,
r.MioHcrep, M'epmanus

(Aata: anpenb 2017 r.).

Aluminum strip supplier Not defined
[Tocmasuwuk anoMuHUe8ol neHme|
Surface pre-treatment supplier CHEMETALL GmbH

lNocmasuwjuk xumudeckux mamepuanos ons
npedsapumesibHol 10d20mosKU NnosepxHocmu

Coating supplier

AkzoNobel Hilden GmbH

TNocmasujuk J1aKOKpPacoYHbLIX Mamepuanos

Coating system for shutter boxes

AByxcnoiiHoe nokpbiTue Primer + Polyester Top Coat

JlakokpacoyHoe nokpeimue kopoboe

YHusepcanbHoe 6ecxpomamHoe nonuaghupHoe NepeuyHoe NoKPLIMUE

(epyHm) + MonuachupHas nuuesasi smanb

Coating thickness

20-30 um

TonujuHa 1akoKpPacoyHo2o MoKPLIMUS

20-30 Mkm

Backside coating

Special protective lacquer

Nokpbimue 06pamHol cmMopoHbI

CnieyuanbHbIl 3auyuUmHbIU nak

TECHNICAL PERFORMANCE OF ALUMINUM STRIP FOR SHUTTER BOXES

PE3YJIbTATbI UCMbITAHUA ANKOMUHUEBOW NEHTHI ANst KOPOBOB

TEST / UcnbiTaHue SPECIFICATION / 3HaueHue RESULT / PesynbtaTt
EN 13523-3. Color difference / OTknoHeHue LgeTa Delta E<1 OK / CooTBeTCTBYET
EN 13523-4. Pencil hardness / Teepaocts nokpbitus HB OK/ CooTBeTcTBYET
EN 13523-7. T-bend / T-63H4 (OTcnoeHve Ha crube) oT OK/ CooTBeTcTBYET

EN 13523-8. Acid- Salt spray / CTOMKOCTb B COMSIHOM TyMaHe

1000 hours/1000 yacos OK / CooTBeTtctByeT

EN 13523-11. MEK test / MOK Tect

> 100 cycles/ > 100 uuknos OK/ CooTBeTcTBYET

DIN ISO EN 13523-6 Erichsen Tiefung
cross cut/ mm / adhesion / Agresusi MeTogoMm pelueT4yaTbIxX
HaApe30B C BhITXEHUEM Mo SpuUKceHy/Mm

0 -8mm
no loose of adhesion/0-8mm
6e3 notepu agresuu

OK /CooTBeTCcTBYET

EN 10169 Weather Resistance Part 2 for PU/PA and PE
Coatings/ Knacc atmocchepocToitkocTu, Tpe6oBaHuUs YacTb
2, nns nokpbITUiA Ha ocHoBe MY/TA
(nonuypeTaHa/nonuamuaa ) u N3 (nonuacupa)

Weather resistance
RUV3/Knacc
aTMmocdepocTomkocTn RUV3

OK /CooTBeTcTBYET

The results have been found according to the latest
ECCA (European Coil Coating Association) test methods
(status March 2010).

It can be confirmed that the prepainted strip samples
represent high level coil coating aluminium strips.
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[NaHHble pesynbTaTthl 6bIIM NoNyYeHbl COrnacHo nocneaHumM
MeTofam UCMbITaHwii (Mo cocTosiHuio Ha MapT 2010) ECCA
(EBponeiickas Accoumnaums MNponasoguTenei okpaLLeHHOro
mMeTanna). '

[aHHble NoATBEPXKAATCA BbICOKUM Ka4yeCTBOM
npeaBapuTenbHO NOArOTOBEHHONM antoMUHUEBON NEHTbI.
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